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Heavy duty studlock for locking and sealing large bolts
and studs. Typically used on threads M25 and larger. 

Prevents loosening from vibration and leakage of small
diameter fasteners where easy disassembly is required. 

Permanent strength, locking and sealing of screws, bolts
and studs up to M20. Fast curing on active & inactive
substrates. 
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General purpose nutlocker for locking and sealing
threaded fasteners up to M20. Removable with normal
hand tools. 

Permanent strength studlock with gap filling properties.
Suitable for use on nuts, bolts and studs to M36. 

TH68 

TM66 

TM11 

TH62 

TM44 

TT69, TT62, TT44 - PUMP GEL 

THREADLOCKING COMPOUNDS 

Low strength threadlocker
Colour: Purple 
Viscosity: 200 – 500 mPa.s
Gap Fill: 0.04 to 0.13mm
Fixture Time: 30 – 60 minutes
Torque Range: 4 – 12 Nm 
Temperature Range: -50 to
+150C 

 High strength threadlocker
Colour: Green 
Viscosity: 500 – 800 mPa.s
Gap Fill: 0.05 to 0.15mm
Fixture Time: 15 – 30 minutes 
Torque Range: 20 – 30 Nm
Temperature Range: -50 to
+150C 

 High strength threadlocker
Colour: Red 
Viscosity: 500 – 800 mPa.s
Gap Fill: 0.05 to 0.15mm
Fixture Time: 15 – 30 minutes
Torque Range: 20 – 30 Nm
Temperature Range: -50 to 
+150C 

Anaerobic threadlockers are widely used in industry to lock and seal threaded fasteners. Cyberbond threadlockers are available in

varying strengths & viscosities to suit any application from the smallest of fasteners to heavy construction equipment. 

 High strength threadlocker
Colour: Red 
Viscosity: 1000 – 2000 mPa.s 
Gap Fill: 0.10 to 0.25mm
Fixture Time: 20 – 40 minutes
Torque Range: 17 – 28 Nm
Temperature Range: -50 to
+150C 

Medium strength threadlocker 
Colour: Blue 
Viscosity: 600 – 1200 mPa.s 
Gap Fill: 0.06 to 0.18mm 
Fixture Time: 15 – 60 minutes
Torque Range: 10 – 20 Nm
Temperature Range: -50 to 
+150C 

These anaerobic gel products are dispensed from a
convenient pump container and are used in industry for
threadlocking, thread sealing, retaining and instant
gasket making. The TT69 4 in1 is unique in its
development in that it offers four individual products in
one making it an essential for any tool box. 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 
Sizes: 35g

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 



For post application. Very low viscosity and capillary
action allows the adhesive to wick into preassembled
parts. 

Designed for bonding cylindrical fitting parts where high
temperature resistance and maximum gap filing ability is
required. 

Temperature resistance +200c. Used to retain pulleys,
gears, rotors and shafts as well as to secure bushings and
bearings. 

Low viscosity for retaining cylindrical parts like bushes,
shafts and bearings. Augments press fitted assemblies. 

Used to bond cylindrical assemblies, it can be applied to
retain pulleys, gears, rotors and shafts as well as to 

secure sleeves and bushings 

Used to bond cylindrical parts. Excellent bonding
versatility on worn housings to augment the installation
of replacement bearings. Temperature resistance +200c 

RL65 

RH98 

RM88 

RL67 

RH86 

RH99 

RETAINING COMPOUNDS 

High strength, very high 
viscosity retaining compound 
Colour: Green 
Viscosity: 2200 – 3400 mPa.s
Gap Fill: 0.10 to 0.30mm 
Fixture Time: 20 -40 minutes
Shear Strength: 26 -45
N/mm2 
Temperature Range: -50 to
+200C 

High strength, wicking grade
Colour: Green 
Viscosity: 8 – 15 mPa.s 
Gap Fill: 0.01 to 0.05mm
Fixture Time: 20 – 40 minutes
Torque Range: 12 – 24 Nm
Temperature Range: -50 to
+150C 

High strength, medium 
viscosity retaining compound 
Colour: Green 
Viscosity: 400 – 800 mPa.s 
Gap Fill: 0.05 to 0.15mm 
Fixture Time: 15-30 minutes 
Shear Strength: 25-44 N/mm2
Temperature Range: -50 to
+200C 

Threads, shafts and bearings can be retained durably and reliably by Cyberbond retaining compounds. These compounds fill the inner
space between components and cure to form a uniform stress distribution and a strong reliable and precision assembly. Cyberbond
retaining compounds are available in varying strengths and viscosities with gap filling properties suitable for a broad range of 
industrial applications. 

High strength, low viscosity
retaining compound 
Colour: Green 
Viscosity: 60 – 150 mPa.s 
Gap Fill: 0.04 to 0.13mm
Fixture Time: 15 – 30 minutes
Torque Range: 25 – 43 Nm
Temperature Range: -50 to
+150C 

High strength, very high 
viscosity retaining compound
Colour: Green 
Viscosity: 1600 – 2200tx mPa.s
Gap Fill: 0.10 to 0.25mm 
Fixture Time: 20 -40 minutes
Shear Strength: 22 –38 N/mm2
Temperature Range: -50 to
+150C 

High strength, high viscosity
retaining compound 
Colour: Green 
Viscosity: 1400 mPa.s 
Gap Fill: 0.05 to 0.20mm
Fixture Time: 15 – 30 minutes
Shear Strength: 36 N/mm2
Temperature Range: -50 to
+200C 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 



Designed for locking & sealing straight & tapered fine
metal threads such as hydraulic & pneumatic fittings. 

Seals threaded metal fittings against loosening, leakage
& corrosion. High pressure & chemical resistance. 

For gasketing & bonding close fitting rigid metal flanges.
Used as a form in place gasket on pump couplings &
compressors etc. 
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Seals metal threads & fittings against leakage and
corrosion. Reduces galling. Low strength for easy
disassembly. 

For gasketing and bonding close fitting rigid metal
surfaces where high temperature resistance is required.
(Up to 200C). 

Multi purpose instant gasket for sealing close fitting rigid
metal flanges. Typically used to seal gearboxes & engine
casings. 

SH27 

SH57 

SM40 SH22 

SH55 

SH58 

THREAD SEALANTS & FLANGE SEALANTS 

Gasketing /flange sealant
Colour: Dark Purple 
Viscosity:20000-30000 mPa.s
Gap Fill: 0.10-0.30mm 
Fixture Time: 15-30 minutes
Torque range: 6-14Nm
Temperature range: -50 to
+150C 

Medium strength, hydraulic
sealant 
Colour: Brown 
Viscosity: 200 – 400 mPa.s 
Gap Fill: 0.05 to 0.15mm
Fixture Time: 30 – 60 minutes
Torque Range: 14 – 22 Nm
Temperature Range: -50 to
+150C 

Medium strength pipe sealant 
Colour: Yellow 
Viscosity:20000–30000 mPa.s
Gap Fill: 0.10 to 0.40mm 
Fixture Time: 15 – 30 minutes
Torque Range: 6 – 14 Nm
Temperature Range: -50 to
+150C 

Low strength pipe sealant with
PTFE 
Colour: White 
Viscosity: 6000 – 9000 mPa.s 
Gap Fill: 0.10 to 0.30mm 
Fixture Time: 60 – 180 minutes
Torque Range: 6 – 12 Nm
Temperature Range: -50 to
+200C 

High temperature gasketing
material 
Colour: Red 
Viscosity: 12000– 18000 mPa.s
Gap Fill: 0.10 to 0.30mm 
Fixture Time: 30 – 60 minutes 
Shear Strength: 6 – 12 N/mm2
Temperature Range:-50 to
+200C 

Gasketing material 
Colour: Red 
Viscosity: 30000 – 50000 mPa.s
Gap Fill: 0.10 to 0.50mm 
Fixture Time: 40 – 60 minutes
Shear Strength: 6 – 13 N/mm2
Temperature Range: -50 to
+150C 

Anaerobic thread and flange sealants seal & secure metal pipes, fittings and flange assemblies by filling the space between metal
parts and curing to prevent leakage. Flange sealants are formed in place and can be applied to any shape, and offer seal reliability. 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 

Sizes: 10ml, 50ml, 250ml 



Low viscosity 

Low viscosity 
Low viscosity 

Medium viscosity 
Medium viscosity 

High viscosity 
High viscosity 

Medium viscosity 
Gel 

2000
2003
2008
2011
2028
2040
2077
2241
2610
2999
5008

STRUCTURAL ADHESIVE 

Vibra-Tite acrylic (methacrylate) 
adhesives are a room 
temperature curing, non-sagging, 
2-part system comprised of resin 
and activator. Our adhesives 
respond well to dissimilar 
materials and a wide range of 
temperatures. Forms a bond on: 
fiberglass, steel, aluminum, 
stainless steel, composite, ABS, 
PVC, plastic, wood, ceramic, glass, 
and more. 

 

When combined with EzyFix 
Welding Powder our unique 
EzyFix Adhesive can be used for 
reinforcing, bonding and filling 
tears, joints, cracks and holes. 
Simply saturate EzyFix Welding 
Powder with the adhesive and 
it sets rock hard … 
instantly! 
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CYANOACRYLATE ADHESIVES 

Repair Almost Anything Stronger
than Super Glue …

* Please enquire about other MMA
adhesives available. 

Primers, accelerators and activators also available to use with Cyberbond CA adhesives. Contact the office for a quote. 

Cyberbond cyanoacrylate adhesives, also known as “super glues” or “instant adhesives” due to their extraordinary adhesion
profile, are one component, solvent free, very fast setting adhesives. 

Size: 50ml / 400ml 
Code: PB30050—PB30040 

Twin Pack 10g+15g 
Code: EFX25 
Also available separate: 
20g adhesive & 
30g welding powder 

Wicking grade CA
General purpose CA
Rubber bonding CA
Rubber bonding CA
Plastic bonding CA
Metal/Rubber CA
Gap filling CA 
Semi-flexible CA black
Ultra fast CA
GEL CA
Non-blooming CA

20g 
20g /50g 
20g/50g 
20g /50g 
20g /50g 
20g /50g 
20g /50g 
20g /50g 
20g /50g 
20g /50g 
20g /50g 



Dielectric Grease 

Turntable Grease Ceramic Disc Brake Grease 

Dynatex® Dielectric Grease is a silicon dioxide thickened, very high molecular weight dimethyl
polysiloxane based material. It is an extremely stiff, tacky, tenacious compound with excellent water
repellency, even to seawater. It has outstanding high temperature and vacuum capabilities as well. 

FEATURES 
Moisture proof 
Resists acid and alkaline 
Prevents corrosion 
Prevents fusing of spark leads to spark plugs 
Ideal for automotive and marine applications 
Displaces moisture in ignition & electrical systems 
Maintains consistency in extreme temperatures 
Keeps battery terminals corrosion free 

TYPICAL APPLICATIONS 
Spark plug boots 
Distributor cap nipples 
Battery terminals 
Ignition coil connectors 
Headlamp connectors 
Trailer electrical connectors 
Bulb sockets 
High energy ignition systems 

 

Available Size: box 60 x 57g 
Code: DYN56400 

Available sizes: 10g, 142g, 236g & 200x 2g display box 

 
Available size: 227g brush
top Code: DYN49660 

Code: DYN49636 DYN49635 DYN49633 DYN49634

Dynatex® 5th Wheel Advanced Grease is a heavy-duty
waterproof lubricant containing graphite and
molybdenum disulphide and is formulated to
tolerate the harsh environments that a fifth wheel
encounters. Anti-rust and corrosion inhibitors are
mixed together with the graphite, moly and
thickeners, to create a product that will outlast any
conventional grease. It is virtually waterproof so it
won't wash off slider rails on wet roads.

Dynatex® Ceramic Disc Brake Grease is a pure
synthetic, high concentration dry-film, boundary
lubricant treated with the latest rust, oxidation and
anti-wear additives to provide lasting
protection against friction, wear and corrosion. A
superior noise dampening compound that will last the
life of the brake pads and shoes hence
reducing customer comebacks resulting from noise
complaints. It will stay in place and protect at extreme
temperatures from - 45C to 1650C.
Designed to be compatible with
most
plastics and rubbers, especially
ethylene propylene rubber (EPDM,
EP or EPT) commonly used in
brake caliper systems.



Dynatex® DynaGrey® is a low odour,
sensor safe, non-corrosive silicone
gasketing compound. Designed for
high torque applications. Remains
flexible through thermal cycling and
provides excellent resistance to oil,
water and anti-freeze/coolant. 
Temperature range –65C to 260C. 

Dynatex® Clear Silicone Adhesive/ 
Sealant is a paste-like, one-component
material, which cures to a tough, rubbery
solid upon exposure to moisture in the 
air. Provides transparent, watertight 
silicone rubber seal for a wide range of 
applications. Seals, insulates and bonds. 
Works well on marine, recreational and 
industrial applications. 

A fast-setting, industrial strength epoxy
that is excellent for bonding metal to
metal or repairing defects in metal,
wood and masonry. Hardens to a steel-
like mass that can be drilled, 
tapped, sanded, filed or painted once 
fully cured. 

Dynatex® Black RTV silicone gasket maker
is manufactured to meet OEM
specifications. Resists oil, water, anti-
freeze, transmission fluid and withstands
the harsh conditions of differentials and
transfer cases. Temperature resistant up
to 260C. 
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Dynatex® Red RTV silicone gasket
maker is manufactured to meet OEM
specifications. Formulated to
withstand higher temperatures and
will not leak. Resists water, oil and
anti-freeze/coolant and the harsh
conditions of gear oil. 
Temperature resistant up to 343C. 

Dynatex® Blue is a RTV silicone
gasket maker manufactured to meet
OEM specifications. 
Formulated to prevent cracking, 
shrinking and migration caused by 
thermal expansion. Resists water, 
oil, antifreeze/coolant and the 
harsh conditions of gear oil. 
Temperature resistant up to 260C. 

An industrial grade adhesive that
permanently bonds and repairs with a
working time of 60 minutes. It chemically
welds, fills and seals most metals. It has 
an extended pot life for prolonged 
handling time. Repairs steel, iron, brass 
and copper while being resistant to 
gasoline, anti-freeze and most solvents. It 
can be drilled, threaded and machined 
once fully cured. 

Available size: 28g
Code: DYN49402 

Available sizes: 85g tube
Code: DYN47200 

Available sizes: 85g tube
Code:DYN49204 

Available sizes: 85g tube- 300ml
cartridge Code: DYN47181- DYN47183 

Available size: 28g
Code: DYN49406 

Available sizes: 85g tube- 300ml
tube Code: DYN49203 - DYN49293 

Available sizes: 85g tube-300ml
cartridge Code: DYN49202 - DYN49292 

Dynatex® has provided top quality products since 1970.
Located in the USA, we manufacture and package sealants,
adhesives and 
maintenance products for the Automotive, 
Heavy Duty, Fastening, Industrial and Marine 
industries. 

Now Distributed in Western Australia through 
Cyberbond WA. 



ZINC GAL 

ANTI-SEIZE NICKEL 

MULTI WRAP 

ANTI-SEIZE METAL FREE 
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ANTI SEIZE
AEROSOL 

INDUSTRIAL SEALANTS/
SILICONE. 

Tool Box Original MS
Adhesive & Sealant. BLACK 

FulaSeal Pro 300 Premium
Grade Industrial Silicone.
CLEAR

 
FulaSeal Pro 730 Industrial
Silicone. CLEAR 

Viz Torque 
Viz-Torque 202 Tamper Detection Marker is an inspection paste
used to visually detect torque 
movement due to vibratory loosening or tampering of 
fittings, assemblies, nuts, bolts and studs. 
This quick-drying tamper proof torque marker 
identifies whether a part has been moved from its 
original position. Temperature resistant up to  148C 

 

Size: 400g Aerosol 
Code: TZG 

 

Available size: 30ml 
Code: VT20211 

 

Available size: 35g, 500g 
Code: ANTNI 

 

Available size: 35g, 500g, 
300g aerosol 
Code: ANTCU 

Code: MW (order by colour) 

Code: CGA300
SGA300 

Available in 300g
aerosol cans. 

Silver and copper 

 

Available size: 35g, 250g, 500g 
Code: ANTMF 

 

Available size: 35g,250g,500g 
300g aerosol 
Code: ANTSG 

EAL ZINC GAL is a heavy duty, zinc-
rich primer that provides long term
protection to iron and steel. The
cathodic (galvanic) action between
the ferrous metal and the metallic
zinc forms a sacrificial protective
barrier against 
corrosion. ZINC GAL contains a
high concentration of very fine
particles of 98.5% pure zinc with
91.4% zinc in the dry film.
Conforms to the requirements of
AS/NZS 3750:9, paints for steel
structures. 

ANTI-SEIZE COPPER 
Copper based anti-seize is suitable for use on manifold studs,
exhaust system nuts, cylinder head nuts, brake expanders and
adjusters, battery terminals, all gaskets and any screw or bolt 

     

Nickel based anti-seize is suitable for steel including stainless
steel. Use where extreme high temperatures are present. 

Is a self-fusing, self bonding silicone
repair tape that forms a permanent air
and water tight seal in seconds. It can be
used to repair leaks on plumbing and
hoses, insulate electrical wiring, wrap
tool handles and much, much more. 

Contact the office for more details. 

Metal-free anti-seize contains solid lubricating additives for
use at extremely high temperatures up to 1500°C: 

ANTI-SEIZE SILVER 
Silver Grade anti-seize is aluminium based. It is ideal for static
to slow moving assemblies working under heavy load in high
temperature. 

Safe to use on steel with the
exception of stainless steel,
where it will chemically react, and
eventually cause corrosion and
cracking. Temperatures:-30 to
+1100C

Suitable for use on plastic, 
brass, copper, cast iron, steel and
all alloys including stainless steel. 
Temperatures:-30 to +870C 

It will not wash off and is resistant
to acids, alkalis, steam and sea
water. A light application ensures
firm tightening and easy
disassembly of any mating 
surfaces. Temperatures: -30 to
+1425C 

the synthetic grease burns off
leaving the ceramic 
particles to act as the anti-
seize, making them non-toxic
and more environmentally
friendly. 
Temperatures: -40 to +1500C 




